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ESPCP GENERAL NOTES:

The escape of sediment from the sife shall be prevented by the Installation of eroslon and
sediment confrol measures and practices prior fo,or concurrent withland dlsturbing activities.

Eroslon and sedlmentation control measures will be maintalned dt all Himes. If full Implementation
of the approved plan does nof provide for effective confrol,addltional erosion and sedlmentation
confrol measures shall be Implemented to control or treat the sediment source.

PLAN ALTERATIONS

The Erosion Sedimentation and Pollufion Control Plan (ESPCP) Is provided by the Department.

If aadresses the staged construction of the project on the basis of common construction methods
and fechniques.If The Contractor elects to alfer the staged construction from that shown in the
plans or ufilize construction techniques that render this plan Ineffective,the Contractor shall
revise the plans in accordance to Special Provision 161 of the contract.

The Contractor,the Certified Design Professional,and the WECS shall carefully evaluate this
plan prior fo commencing land-disturbing activities.A major modification or deletion of
structural BMP's with a ydraulic component requires a formal revision of the ESPCP and the
signature of a GSWCC level-ll-certified design professional. Additional BMP's may be added
per Special Provision 16/ - Control of Soil Erosion and Sedimentation.

TEMPORARY MULCHING

EPD General Permit GAR 100002 stafes that *Any dlsturbed area where construction actlvities
have temporarlly or permanently ceased shall be stabllized within 14 days of such cessation
as soon as practicable with a sultable maferlal listed In Standard Speclf!caﬂon (or Specral
Provislon) Sectlons 163,700,0r 7II." However in special cases,the Project Engineer may require
the contractor fo perform stabilization more offen than 14 days.

VEGETATION AND PLANTING SCHEDULE

All femporary and permanent vegetative practices including plant species, planting dates,
seeding,fertilizing,and mulching rates for this project can be found in section 700 of the
current edition of the Department's Standard Specifications (or special provisions) and other
applicable confract documents,or landscaping plans.

DESCRIPTION OF THE NATURE OF CONSTRUCTION ACTNMITY

Proposed construction activities assoclated with the SR 47 project consist of clearing and
grubbing.grading and earthmoving activities,Installation of storm drainage and quardrall,
bridge replacement,and roadway paving / widening.

SEQUENCE OF MAJOR ACTMITIES

The Contractor Is responsible for developing the construction schedule for the project.The
construction schedule for this project shall be submitfed after the project is awarded along
with the NOI. A copy of the construction schedule shall be maintfalned af the project sife.

The project buaget Includes sufficient funds for the payment of construction exits. The Contractor
Is responsible for establishing af least one (1) construction exit per the specifications of the
construction exit detall included In this ESPCP. To facllitate project logistics,the Contractor is
also responsible for selecting the location(s) of the construction exit(s).

Stage IA of BMP installation shall include all perimeter sift fence,orange barrier fence, double
row of silf fence on each side of the bank of Brier Creek underneath the existing SR 47
bridge crossing over Brier Creek,wetlands and streams. All BUP's included in stage IA

shall be installed prior to clearlng and grubbing. Additional ditch checks,femporary grassing
and mulch shall be added as Stage IA consfruction progresses.

Stage -2 shall include items fo be installed during previous stages. Maintain and ad just
ffems Installed previously as necessary. Temporary grassing, mulch,femporary pipe slope drains,
and any remalning silt fence shall be installed as shown on BMP Location Detall sheets.

Flnal BMP installation shall be performed as sife conditions permit. All erosion control mats for
waterways and permanent furf reinforcing mats shall be installed as ditch grading Is completed.
Erosion control mats and permanent grassing are fo be done as grading of shoulders and
slopes are complefed.

PETROLEUM STORAGE,SPILLS AND LEAKS

These plans expressly delegate the responsibility of proper on-sife hazardous material management
fo the Contractor. The Confractor shall at a minimum provide an actlon plan and keep the necessary

materials on sife for the capture,clean up,and disposal of any pefroleum product,or other hazardous
maferial,leaks or spills associated with the servicing, refueling or operation of any equipment utifized

at the sife. A copy of the action plan shall be submiited to the Project Engineer and maintained on
the project site. All personnel operating or servicing equipment shall be Familiar with the action plan.
The Contractor shall not park, refuel,or maintain equipment within stream buffers.

If the Confractor elects fo sfore pefroleum products on site,the Confractor shall prepare an ESPCP
addendum that addresses The additional BMPs needed for onsite storage and spill prevention for
pefroleum products.This plan shall be prepared by a Certifled Design Professional as required by

GARIOD00Z for Inclusion with these plans.The Confractor’s affention is specifically directed to Standard

Specification 107-Legal Regulafions and Responsibliity to the public for additional requirements.

SOIL SERIES INFORMATION

The following is a summary of the solls that are expected to be found on the pro fect site:
967 - AkA 4447 - Ro, 3777 - BB,567 -LaE, 277 - PuB

The project sight contains the following Erosion Hazard rating values:

9177 Slight, 567 Moderate, 277 Null or Not Rated.

Due to the size and scope of this project and the natfure of soll series maps,it is not reasonably
pracfical fo delineate the precise locations of the above listed solls on the construction plans. The
NRCS soil survey and soll series maps for the project area are also available online at

fitp:/ /websoilsurvey.nresusdagov/.

POST-CONSTRUCTION & TEMPORARY BMP’S

All permanent, post-construction BMP's are shown in the consfruction plans and In the ESPCP
plan. The post-construction BMP's for this project may consist of erosion control mats,rip-rap
for velocity dissipation and outlef stabilization, difch stabilization with turf relnforcing mats,and
rip-rap dltch lining where necessary. The post-construction BMP's will provide permanent
stabilization of The sife and prevent accelerated transportation of sediment and poflutants info
recelving waters.

All femporary BMP's are shown in the ESPCP plan. The temporary BMP’s for this project consist of
femporary grassing,femporary slope drain,rip rap check dams for velocify dissipation and sediment
storage,and Type C silt fence af the foe of fill slopes & around pipe to reduce silt from storm water
discharges. See Special Provision 700 subsection C for femporary grassing requirements.

SILT FENCE INSTALLATIONS WITH J HOOKS AND SPURS

Silt fence should never be run continuously. The silt fence should furn back info the fifl or slope to
create small pockets that frap silt and force stormwater fo flow through the sift fence. This technique
Is called using J hooks (or spurs). The J hooks shall be utllized on all siit fences that are located
around the perimefer of the project and along the foe of embankments or slopes. The J hooks shall
be spaced In accordance with GDOT Construction Detfail D-24C. The maximum J hook spacing Is
reached when the fop of the J hook Is at the same elevation as the boffom of the Immedidtely up
gradient J hook. J hooks shall be pald for as silt fence Ifems per linear foot. Al costs and other
Incidental items are included in cost of installing and maintalning the silf fence.

SITE STABILIZATION AND BMP MANTENANCE MEASURES

See the Department's Standard Specifications (or Special Provisions) 161,163,165,700,710,and other
confract documents for maintenance and stabilizafion measures.

WASTE DISPOSAL

Where attainable, locate waste collection areas,dumpsters,trash cans and portable toilets af least

50 feet away from streets,quifers,watercourses and storm drains. Secondary containment shall be
provided around liquid waste collection areas to minimize the likelitood of confaminated discharges.
e Contractor shall comply with applicable stafe and local waste storage and dlsposal requiations
and obfain all necessary permits. Solid materials,including bullding materials, shail not be discharged
fo Waters of the State,unless authorized by a Section 404 Permit.

INSPECTIONS

The primary permitfee (GDOT) must refain the design professional who prepared the ESPCP,or an
dlfernative design professlonal approved by EPD in writing.to Inspect the installation of the initial
sediment storage requirements and perimeter control BMPs within seven (7} days of installation over

the entfire infrastructure pro ject. Alfernafively,for linear Infrastructure projects,the permittee must retfain
elfher of These personnel to Inspect the initial sediment storage requirements and perimeter control BMPs
for the inifial segment,as defined by Part V.Ab5.of the current GARIOOO0Z Permit,within seven (7} days
of Installation and all sediment basins within the entire linear infrastructure project seven (7) days of
Installation.The inspecting design professional shall report the resulfs fo the primary permitfee within
seven (7) days,and the permiffee must correct all deficlencies within two (2) business days of receipt

of the inspection report,unfess on-site weather condifions are such that more time Is required. Additionally,
the Department’s Construction Project Engineer will be responsible for all subsequent seven-day inspections
for all new BMP installations.

All other Inspections shall be documenfed on the appropriate Department Inspection forms.See Standard
Specification (or Special Provision) 167 and other confract documents for inspection requirements.These
fnspections shall continue until the Notice of Termination (NOT)is submitfed.

Fallure to perform Inspections as required by the confract documents and the NPDES permff shall result in
the cessation of all construction activities with the exception of Traffic Control and Erosion Control.Continued

failure fo perform inspections shall result in non-refundable deductions as specified in the contract documents.

NON-STORM WATER DISCHARGES

Non-sform water discharges defined in Part IILA2 of the NPDES Permit will be idenfified after
construction has commenced. These discharges shall be subject fo the same requirements as storm
wafer discharges required by the Georgla Erosion and Sedimentation Control Act,the NPDES
Permit,the Clean Water Act,the Manual for Erosion and Sediment Control in Georgia, Department
Stanaards,and contract documents. The NPDES does not authorize the discharge of wastewater
from washout and cleanout of confalners for stucco, paint,concrete-form release oils, curing
compounds and ofher construction materials.

DE-WATERING ACTMITIES AND USE OF PUMPS

Any pumped discharge from an excavation or disturbed area shall be roufed through an appropriately
sized sediment basin,sift Tilter bag or shall be freated equivalently with suitable BMP's.The confractor
shall ensure the post BMP Treated discharge is sheet flowing.Fallure fo creafe sheef flow will obligate
the confractor fo perform water quality sampling of pumped discharges.The confractor shall prepare
sampling plans In accordance with the current GARIOO002 NPDES permit utilizing a Certified Design
Professional.No separate payment will be made for water quality sampling of pump discharges.

OTHER CONTROLS

T'he Contractor shall follow this ESPCP and ensure and demonstrate compliance with all applicable Stafe
and/or local regulations for waste disposal,sanitary sewer and septic systems,and petroleum sforage.

The Contractor shall control dust from the sife in accordance with Section 161 of the current edition of the Department's Specifications.

DISCHARGES INTO,0R WITHIN ONE LINEAR MILE UPSTREAM OF AND WITHIN THE
SAME WATERSHED AS,ANY PORTION OF A BIOTA IMPARED STREAM SEGMENT
All ouffalls are either located further than [ linear mile upstream or outside of the watershed of an Impaired Stream Segment that

has been listed for criteria violated,"Blo " (impaired Fish Community) and/or "Blo M"(Impaired Macro Inverfebrate Community),
within Category 4a,4b or 5,and the potential cause is either "NP' (nonpoint source) or "UR" (urban runoff).

SEDIMENT STORAGE
The site has a total dlsturbed area of 547 acres.

The following table summarizes the required and available sediment storage for
every ouffall on this project. The Contractor shall provide and malntain the sforage volumes for the BMPs specified In this table.

Sediment Basins Check Dams Inlet Sediment Traps| TP CSiltFence
{# CuYd/EACH) (# CuYd/EACH) (# CuYd/EACH) (# CuYd/FT)
Required | Total
Sediment | Storage
Total Disturbed| Storage | Volume
Drainage Area Volume | provided Total #of Total #of Total [Length of| Total
Outfall ID/Sta Area{Acres) | (Acres) | {cuyd) {cuyd) |[Pond#| Vol. | Devices | Volume | Devices | Volume | Fence | Volume
376400 LT (+) 2.77 0.16 185.59 87.47 9 28.67 446 58.80
376+25 RT () 171 0.18 114,57 61.12 7 27.90 410 33.22
394416 1T 1.28 0.43 85.76 128.91 6 49.71 632 79.20
396427 RT 0.85 0.20 56.95 65,10 2 14.72 419 50.38
SHEET FLOW
375449 TO 383499 LT 1.12 0.98 75.04 95.11 856 95.11
375486 TO 383+91 RT 1.19 1.02 79.73 79.87 854 79.87
384+73 TO 394+64 LT 1.08 1.07 72.36 105.89 953 105.89
384+79TO 396+46 RT 1.74 1.42 116.58 119.78 1208 119,78
TOTAL FLOW 11,74 5.47 786.58 743.25 0 0.00 24 121.00 0 0 5778 622.25
+ Total storage volume provided does not meet the reqmred sediment storage volume. This is due to off5|te drainage enterlng perimeter dltches .
This offsite dralnage could not feasibly be diverted without additional negative impacts to adjacent properties.
The proposed BMPs will provide sufficient erosion protection for the disturbed area in the drainage area.

SEDIMENT BASIN EXCLUSION JUSTIFICATION:

See Drawing No.5IF003 for wriffen description of exclusion justification.
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